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DESCRIPTION & OPERATION 


System uses a one-speed, permanent magnet motor and an autopark module that returns wiper to park position. 
See Fig. 1. Washer pump is on washer fluid reservoir in engine compartment. The system can only be operated 
with ignition switch in RUN or ACC position. When wiper switch is turned on, the autopark module senses 
battery voltage on the wiper request input. See WIRING DIAGRAM. . A switch in the autopark module closes, 
allowing current to flow through wiper motor to ground. 


When wiper switch is turned off, the wiper motor continues to operate until the wiper blade reaches the park 
position. At this point, a cam gear inside wiper motor housing opens at park position. 


Autopark 
Module 


Wiper Motor 
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92E03623 


Fig. 1: Identifying Rear Window Wiper Motor (Caprice & Roadmaster) 
Courtesy of GENERAL MOTORS CORP. 


TROUBLE SHOOTING 


WIPER 


Before going to SYMPTOM DIAGNOSIS table, check for: 
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e Open fuse or circuit breaker. 
e Poor connection at wiper motor ground. 


WASHER 
Before going to SYMPTOM DIAGNOSIS table, check for: 


Empty washer fluid reservoir. 

Incorrectly attached hoses. 

Cut, kinked, or pinched hoses, and clogged nozzles. 
Open fuse. 

Damaged or missing seal at washer pump. 

Poor connection at washer motor ground. 


SYMPTOM DIAGNOSIS 


SYMPTOM DIAGNOSIS 
ymptom 
Wiper Intermittent, Washer Okay 


Perform Test No. 


H 


Sympiom Pom 
Wiper Intermittent, Water Okay Sd 


(1) Check for short to battery voltage in Dark Green wire between washer switch and washer motor. If 
Dark Green wire is okay, replace washer switch. 


TESTING 

TEST NO. 1 

Wiper Intermittent (Washer Okay) 
Replace autopark module. 


TEST NO. 2 
Wiper Does Not Operate (Washer Is Okay) 


1. Turn ignition switch to RUN position. Leave 3-pin wiper motor connector attached. Connect test light 
between body ground and Orange wire terminal of 3-pin wiper motor connector. If test light does not 
come on, replace fuse and/or repair wire. If test light comes on, connect test light between Orange wire 
and Black wire terminals of 3-pin wiper motor connector. 
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2. Iftest light does not come on, repair Black wire. If test light comes on, turn wiper switch to ON position. 
Connect test light between body ground and Gray wire terminal of 3-pin wiper motor connector. If test 
light comes on, go to next step. If test light does not come on, check for poor wiring connection at 3-pin 
wiper motor connector. If connection is okay, replace wiper motor. 


Connect test light between body ground and Yellow wire terminal of liftgate window switch connector. If 
test light comes on, go to next step. If test light does not come on, check for open circuit between wiper 
switch and liftgate window switch. If circuit is okay, replace wiper switch. 


Check for open Gray wire between liftgate window switch and wiper motor. If wire is okay, connect test 
light between body ground and terminal (unidentified by manufacturer) between autopark module and 
wiper motor connector. If test light comes on, replace wiper motor. If test light does not come on, replace 
autopark module. 


TEST NO. 3 
Washer Does Not Operate, Wiper Okay 


1. Disconnect washer motor connector. Turn ignition switch to RUN position. Connect test light between 
body ground and Dark Green wire terminal of washer motor connector. Turn washer switch to ON 
position. 


If test light comes on, go to next step. If test light does not come on, check for open Dark Green wire 
between washer switch and washer motor. If Dark Green wire is okay, replace washer switch. 


Connect test light between terminals of washer motor connector. Turn washer switch to ON position. If 
test light does not come on, repair Black wire. If test light comes on, check for poor wiring connection at 
washer motor. If connection is okay, replace washer motor. 


TEST NO. 4 


Wiper & Washer Do Not Operate 


Turn ignition switch to RUN position. Connect test light between body ground and Yellow wire terminal of 
washer switch connector. If test light does not come on, replace fuse and/or repair wire. If test light comes on, 
check for poor wiring connection at washer switch. If connection is okay, replace washer switch. 


TEST NO. 5 

Wiper Does Not Turn Off 

Turn ignition switch to RUN position. Turn wiper switch to ON position. Open liftgate window. If wiper turns 
off, check for short to voltage in circuit between wiper switch and liftgate window switch. If circuit is okay, 


replace wiper switch. If wiper does not turn off, check for short to voltage in Gray wire between liftgate 
window switch and wiper motor. If wire is okay, replace autopark module. 


REMOVAL & INSTALLATION 
WIPER MOTOR ASSEMBLY 
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Removal 


Remove wiper arm and blade. Remove nut on wiper linkage transmission shaft. Remove liftgate window upper 
finishing molding. Disconnect 3-pin wiper motor connector. Remove screws securing wiper motor. Remove 
wiper motor. 


Installation 
Install motor. Tighten screws to specification. See TORQUE SPECIFICATIONS . Reconnect wiring 


connector. Install upper finishing molding. Install nut on wiper transmission shaft linkage. Tighten nut to 
specification. See TORQUE SPECIFICATIONS . Install wiper arm. 


AUTOPARK MODULE 
Removal & Installation 
Remove wiper motor assembly. See WIPER MOTOR ASSEMBLY . Drill out rivet attaching autopark 


module to wiper motor assembly bracket. See Fig. 1 . Remove autopark module. To install, reverse removal 
procedure. Attach autopark module to wiper motor assembly bracket with NEW screw and nut. 


TORQUE SPECIFICATIONS 


TORQUE SPECIFICATIONS 


Application INCH Lbs. (N.m) 
Transmission Shaft Linkage Nut 62 (7) 
Wiper Motor Screw 53 (6) 


WIRING DIAGRAM 
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Fig. 2: Rear Wiper/Washer System Wiring Diagram (Caprice & Roadmaster) 
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